
Fighting Weed With

 THE ENVIRONMENTAL CHOICE     
 NO PESTICIDES 

 NO FIRE HAZARD



MODEL: 
WHEADTER STATIONARY 

  

WORKING
PRESSURE/BAR

WATER
L/MIN.

MAX
TEMPERATURE

PUMP
PISTONS

ENGINE
POWER

VOLTAGE LENGTH MM. WIDTH MM. HEIGHT MM. WEIGHT KG

High pressure specifications 80 10 110° 3 1,85/2,1 1x240V 1200 800 950 225

Weed control specifications 10 10 110° 3 1,85/2,1 1x240V 1200 800 950 225

MODEL: 
WHEADTER MOBILE   

WORKING
PRESSURE/BAR

WATER
L/MIN.

MAX
TEMPERATURE

PUMP
PISTONS

ENGINE
POWER

VOLTAGE LENGTH MM. WIDTH MM. HEIGHT MM. WEIGHT KG

High pressure specifications 100 10 110° 3 1,85/2,1 1x240V 1000 580 750 160

Weed control specifications 10 10 110° 3 1,85/2,1 1x240V 1000 580 750 160

Mobile Wheadter 
1008 Mobile

The original mobile electric Wheadter
(220V, 50Hz and 10A)

The mobile choice for increased flexibility.

Delivered with:
✓✓ 2 layer High pressure hose (30m for petrol version)

✓✓ Gun Handle

✓✓ Stainless steel double Lance

✓✓ Stainless steel Lance with 10cm nozzle

All models are equipped with 80kW burner for quick and
efficient heating, as well as flame surveillance and hour meter.

The Heavy model is particularly suitable for mounting 
on a flatbed truck, trailer, golf buggy or in other rugged 
environments.

The stationary Wheadter has the same features as the 
mobile version, serving both as a weed control unit and a 
high-pressure cleaner.

This model comes with a dual digital thermostat for 
achieving a more precise temperature. Please see the 
optional accessories below that can help streamline the 
workflow for the end user.

Check out the selection of specialized lances for weed 
control on the adjacent page.

See examples of additional equipment below:

Stationary Wheadter 
Electic    1008ST Heavy

Electronic Hose Reel
•  Up to 60m with a ½” hose

• 100% stainless steel

•  Gear motor (No Belt/Chain)

•  Can be supplied with automatic  
 hose guidance.

Extra 
accessories

The remote control includes:
• Valve control

• Adjustment of revolutions

• Start/Stop

• Control of the electric hose reel



MODEL: 
WHEADTER STATIONARY 

  

WORKING
PRESSURE/BAR

WATER
L/MIN.

MAX
TEMPERATURE

PUMP
PISTONS

ENGINE
POWER

VOLTAGE LENGTH MM. WIDTH MM. HEIGHT MM. WEIGHT KG

High pressure specifications 80 10 110° 3 1,85/2,1 1x240V 1200 800 950 225

Weed control specifications 10 10 110° 3 1,85/2,1 1x240V 1200 800 950 225

MODEL: 
WHEADTER MOBILE   

WORKING
PRESSURE/BAR

WATER
L/MIN.

MAX
TEMPERATURE

PUMP
PISTONS

ENGINE
POWER

VOLTAGE LENGTH MM. WIDTH MM. HEIGHT MM. WEIGHT KG

High pressure specifications 100 10 110° 3 1,85/2,1 1x240V 1000 580 750 160

Weed control specifications 10 10 110° 3 1,85/2,1 1x240V 1000 580 750 160

Mobile Wheadter 
1008 Mobile

The original mobile electric Wheadter
(220V, 50Hz and 10A)

The mobile choice for increased flexibility.

Delivered with:
✓✓ 2 layer High pressure hose (30m for petrol version)

✓✓ Gun Handle

✓✓ Stainless steel double Lance

✓✓ Stainless steel Lance with 10cm nozzle

All models are equipped with 80kW burner for quick and
efficient heating, as well as flame surveillance and hour meter.

The Heavy model is particularly suitable for mounting 
on a flatbed truck, trailer, golf buggy or in other rugged 
environments.

The stationary Wheadter has the same features as the 
mobile version, serving both as a weed control unit and a 
high-pressure cleaner.

This model comes with a dual digital thermostat for 
achieving a more precise temperature. Please see the 
optional accessories below that can help streamline the 
workflow for the end user.

Check out the selection of specialized lances for weed 
control on the adjacent page.

See examples of additional equipment below:

Stationary Wheadter 
Electic    1008ST Heavy

Electronic Hose Reel
•  Up to 60m with a ½” hose

• 100% stainless steel

•  Gear motor (No Belt/Chain)

•  Can be supplied with automatic  
 hose guidance.

Extra 
accessories

The remote control includes:
• Valve control

• Adjustment of revolutions

• Start/Stop

• Control of the electric hose reel

MODEL: 
WHEADTER STATIONARY 

WORKING
PRESSURE/BAR

WATER
L/MIN.

MAX
TEMPERATURE

PUMP
PISTONS

ENGINE
POWER

FUEL LENGTH MM. WIDTH MM. HEIGHT MM. WEIGHT KG

High pressure specifications 200 18 110° 3 13HP Petrol 1200 810 1250 305

Weed control specifications 10 10 110° 3 13HP Petrol 1200 810 1250 305

MODEL: 
WHEADTER STATIONARY 

WORKING
PRESSURE/BAR

WATER
L/MIN.

MAX
TEMPERATURE

VANE
PUMP

BATTERY
POWER

VOLTAGE LENGHT MM. WIDTH MM. HEIGHT MM. WEIGHT KG

Weed control specifications 7 10 110° 1 400AH
12V x 2 
= 24v

1200 810 1250 330

Stationary Wheadter 
Battery    HWE1010ST

The stationary petrol-powered Wheadter model is 
used for installation in a box truck or other protected 
environment. 

The petrol model comes with a 30m hose reel, just like 
the mobile and stationary El-Wheadter models, which 
both function as weed control units and high-pressure 
cleaners. The stationary petrol Wheadter has the same 
features.

Stationary Wheadter 
Petrol    HWP2018ST

Standard for all Wheadter models

Lance with 10cm showel head 
045177

Optional additionals

Lance with 40cm nozzle blob and wheels  
046075

Lances for 
weed control:

 
The stationary Wheadter on battery operates with the 
latest developments and is the most environmentally 
friendly choice, featuring a battery-powered vane pump 
and double-sided boiler.

The batteries can be fully charged overnight and have a 
runtime of 8 hours.

With its 360L large water tank and 30m hose reel, 
this weed control unit is extremely flexible in use. It is 
particularly suitable for installation in a box truck or other 
protected environments.

Unlike the other models in the series, this 
model cannot be used as a high-pressure 
cleaner.



KENT HØJTRYK A/S
+45 7519 8033 

www.kent-as.dk
 info@kent-as.dk

Customers preferred choice:

A Heavy Duty Wheadter with a battery-powered pump is 
the most environmentally friendly choice for weed control.

To achieve the most environmentally friendly results 
without compromising performance, we recommend using 
HVO100 biodiesel to fuel the boiler instead of fossil fuels.

The Battery Wheadter is effective for weed control and is a 
more robust alternative to the original battery Wheadter.

The Battery Wheadter is an effective option for weed 
control and offers increased durability compared to the 
original battery-powered Wheadter.

Wheadter Battery Heavy   
HWE1010ST Heavy
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MODEL: 
WHEADTER STATIONARY 

WORKING
PRESSURE/BAR

WATER
L/MIN.

MAX
TEMPERATURE

VANE
PUMP

BATTERY
POWER

VOLTAGE LENGHT MM. WIDTH MM. HEIGHT MM. WEIGHT KG

Weed control specifications 7 10 110° 1 400AH
12V x 2 
= 24v

1300 1000 950 315

Specifications
✓✓ 8 hours of runtime on a single charge

✓✓ Full recharge overnight

✓✓ Fast and efficient heating

✓✓ 80kW biodiesel boiler (HVO100)

✓✓ PLC control

✓✓ Digital thermostat


